EEM 332 - Mikroislemciler

Deney Numarasi: 3
Deney Adi: Adresleme Kipleri (Addressing Modes)

On Calisma

Ders kitabinizdan adresleme kiplerini okuyup 6grenin. Her adresleme kipinin adin1 yazarak
buna bir drnek veriniz ve bir liste hazirlaymz. (Or: Immediate Operand Addressing Mode
MOV AX,1234)

Deneysel Calisma
1. Asagida verilen komutlar i¢in adresleme kipinin adin1 ve o komutta gecerli olan
fiziksel adresi (physical address) belirtiniz. Yazmaglarin kaynak (source) veya varis
noktast (destination) olarak kullanilmasi fiziksel adresin hesaplanma yontemini
etkilememektedir. Yazmaglarin ilk durumlart su sekildedir: DS = 1000, SS =
2000,BX = 0300,BP = 1000,DI = 0100,SI = 0200.

a. MOV AL, [1234]

Direct addressing, PA: 10000+1234=11234
. MOV AX, [BX]

Reg. indirect addressing, PA: 10000+0300=10300
. MOV [DI],AL

. MOV AL, [BP+DI]

. MOV CX, [DI]

. MOV DX, [BP]

. MOV [100],DL

. MOV [SI+100],AX

. MOV DL, [BX+100]

. MOV [SI],DX

. MOV CL, [BX]

. MOV CH, [BX+SI]

. MOV AX, [BP+200]

. MOV AL, [BP+SI-200]

. MOV AL, [SI-0100]
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2. Asagidaki islemleri, belirtilen adresleme kipine uygun olarak gerceklestirecek ¢evirici
(assembly) komutlarin1 yaziniz. Verilen islemler siralidir (sequential). Calistiginiz
asamadan onceki asamalarin sonuglarin1 kullanmaniz gerekebilir.

a. Immediate; AX <1234

mov ax, 1234
b. Register; BX< 1234
mov bx, ax
Register; CL< 34
Direct; to DS:0200 location& 1234
Direct; CH& 12
Direct; to ES:0220 location€& 1234
Register indirect using SI; AH< 34
Register indirect using BP; BH<34
Immediate; AX € 5678
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Based with BX=0200; to DS:0202 location € 5678
Immediate; AX< 90AB

Indexed with DI=0220; to DS:0204 location& 90AB

. Based indexed when BX=0100 and SI=0104; CL<& AB

Based indexed with displacement when BX=0100 and SI= 0100 an SI=0100;
CH< 90



